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Abstract—Installation of small generators in distribution networks has been increased recently due to its various benefits. One
of the important issues related to these distributed generators is
the effect of system faults on their transient stability. Due to the
low inertia constant of the small-scale generators and the slow
operation of the distribution networks’ protective relays, transient
instability is quite probable for these generators. In this paper,
the dynamic behavior of small-scale synchronous generators to
the system faults and its sensitivity to the system parameters
are investigated. Then, a practical protective method using the
existing overcurrent and undervoltage relays is proposed, and its
advantages and disadvantages are pointed out. Next, based on the
obtained information from sensitivity analysis, a novel protective
relay is proposed to protect the generators against instability. The
proposed relay uses a generator active power to determine the
appropriate time to disconnect the generator. Simulation results
confirm the secure operation and robustness of the proposed relay
against system transients. In addition, the proposed algorithm
complies with the generator fault-ride-through requirements.
Index Terms—Distributed generation (DG) protection system, distributed generation, fault ride through (FRT), transient
stability.

I. I NTRODUCTION

D

ISTRIBUTED GENERATION (DG) is defined as an electric power source connected directly to the distribution
network of a power system [1]. Nowadays, the installation of
DGs is increasing in power systems due to its benefits including loss reduction, peak shaving, ancillary services, higher
power quality, their shorter build time, the lower loss of load
probability as well as the deferral of transmission, distribution
replacement, deregulation issues, and environmental concerns
[2]–[5]. However, the interconnection of DGs imposes some
changes to the existing distribution systems and can create
an instability in the power systems, even leading to outages
[6], [7]. When DG operates in parallel with the utility, the
improvement of the traditional distribution system protective
schemes and the utilization of proper relaying and setting for
DG would be the most crucial requirements to prevent generator instability. DG protection system can be divided into two
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main sections: interconnection protection and DG unit relays
[8]. Typically, the interconnection protection is installed at the
point of common coupling (PCC) between the generator and
the utility and provides the following functions [8]:
1) disconnecting the generator or PCC when DG is no longer
operating in parallel with the utility system;
2) protecting the utility system from damages caused by the
connection of the generator, including the fault current
supplied from the generator to the system faults and
transient overvoltages;
3) protecting the generator from damages which originate
from the utility system.
DG protection provides the detection of the following:
1) generator internal short circuits;
2) abnormal operating conditions, e.g., loss of field, reverse power, overexcitation and unbalanced currents, and
over/underspeed.
In addition, one of the important tasks of the DG protection
relay is the detection of transient instability of the generator.
Transient stability is defined as “the ability of the power system
to maintain synchronism when subjected to a severe transient
disturbance” [9]. Critical clearing time (CCT) is an important
index related to the transient stability concept. It is defined as
“the maximum time between the fault initiation and its clearing
such that the power system is transiently stable” [10].
At present, most DG systems employ synchronous generators (SGs) [11]. The vast majority of the DGs which have been
installed in our country are also SGs. Therefore, this paper is
only focused on this type of generators, and the other types of
resources such as renewable sources are not considered in this
paper.
For an SG, there exists a maximum rotor angle below
which SG can retain a stable operation. Fault clearing time
and generator inertia have important effects on the stability of
the SG. Fault clearing time for transmission system is about
100 ms. However, this time for distribution networks may
become much longer. Moreover, the inertia constant of smallscale SGs (SSSGs) is typically low; usually, it is smaller than 2 s
[11], in comparison with the inertia constant of about 3–5 s for
large-scale SGs. Transient instability is an important concern
for the large-scale generators. Considering the aforementioned
points, transient instability becomes a more serious concern
for SSSGs connected to the distribution networks. Therefore,
in-depth studies must be performed to find out the dynamic
behavior of these generators against the system faults.
The loss of synchronism condition for an operating generator
is a very serious concern for the electrical and mechanical
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integrity of the SSSG and prime mover [12]. Serious damages
can result due to this condition. Out-of-synchronism conditions
also cause torque reversals that create, in many parts of the
generator and prime mover system, high mechanical stresses of
magnitudes that may be several times the system rated torque.
These excessive torques may cause damage to the shaft of
the generator or prime mover or actually cause the generator
and/or prime mover to wrench free of the mountings to the
foundations. Meanwhile, the loss of synchronism is primarily
a risk to the generator and is not a serious danger for the system
operation. Therefore, the transient stability of the generators is
out of the scope of the standard IEEE 1547 [12].
To prevent transient stability problem for small-scale generators connected to the distribution networks, according to
some existing grid codes [13], it is suggested to disconnect
the DG units immediately after occurrence of a fault in the
network. However, if DGs supply a significant share of the total
load, extensive disconnections following the network faults will
remarkably reduce the benefits expected from these energy
sources. In addition, the sudden disconnection of a large block
of DG could adversely affect the normal operation of the
network and may result in voltage sag and overload for the
network.
To prevent large unbalances between generation and load
due to the disconnection of DG units, some grid operators
have defined fault-ride-through (FRT) requirements. New grid
codes oblige distributed power-generation systems to remain
connected to the power network during the fault to avoid massive chain disconnections. The goal of the FRT requirements is
to prevent the disconnection of an undesirable portion of power
generation during an abnormal condition [14], [15].
The influence of a fault in the network on the stability of DGs
is investigated in [16]. It indicates that the present setting of
undervoltage (UV) relays [0.8 per unit (p.u.), 200 ms], which
is utilized as a function of interconnection relays, might lead
to the massive tripping of DG units over large areas in the
case of short circuits at the transmission level. Therefore, an
appropriate adjustment of the UV relay is necessary to comply
with the FRT requirements.
In [17], the effect of grid protection on the stability of DG
units is studied. It is shown that all DG units are disconnected
by the UV protection before the fault is cleared by the related
grid protective relays. Meanwhile, this protection is necessary
in order to prevent instability and cannot be disabled.
The effect of the fault clearing time on the transient stability
of the DGs is studied in [18]. It suggests performing transient
stability analysis for distribution networks including DGs and
adjusting protection settings to avoid the instability of DGs. In
addition, it proposes that the DG UV relay setting should be
determined based on the transient stability studies.
There are various techniques available in literature and in
practice to detect out-of-step conditions, e.g., distance relay
with blinders, neural networks, and fuzzy logic-based schemes
[19]. This paper also proposes a new method to detect the
out-of-step condition for the SG. The proposed method is
based on the equal-area-criterion theory and uses generator
active power to discriminate between stable and out-of step
conditions.

Fig. 1.

System under study.

In this paper, to investigate the dynamic behavior of the
SSSGs against system faults, the sensitivity of the CCT of
the SSSGs to the system parameters will be discussed. Then,
a proposed protection method using the existing relays based
on the type of the outgoing feeders is investigated, and its
weakness and problems are pointed out. Next, the obtained
results are used to propose a novel algorithm to protect the
generators against transient instability. The SSSG output active
power during the fault and the CCT are used to extract the
characteristic of the proposed relay.
The results comply with the SSSG units’ FRT requirement,
while at the same time, their safe operation is guaranteed. In
addition, the proposed algorithm is robust against the changes
in system configuration and has a secure operation during
system disturbances.
II. T RANSIENT S TABILITY OF THE SSSG
In this section, the dynamic behavior of the SSSG against
system faults is analyzed. Then, the sensitivity analysis of
the generator transient stability to the system parameters such
as fault type, fault location, interconnection transformer impedance, generator prefault load, and control mode of the
excitation system is investigated.
A. System Model
For this paper, a real 63/20-kV substation including three
SSSGs is simulated using DIgSILENT Power Factory software.
These generators are connected to the 20-kV bus bar using
three interconnection transformers. The vector group of these
transformers is grounded Wye (utility)–Delta (DG) which is
an appropriate choice for an interconnection transformer [20].
Generator neutrals are grounded with a resistance to limit its
single-phase-to-ground fault current. Outgoing feeders include
both overhead lines and cables to be able to study all possible
conditions. The 63-kV network is modeled by its Thevenin
equivalent as the external grid. The studied system is shown
in Fig. 1 whose electrical parameters are presented in the
Appendix.
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CCT versus fault location for three-phase faults.
Fig. 5. CCT versus interconnection transformer impedance.

Fig. 3.

CCT versus fault location for phase-to-phase faults.
Fig. 6. CCT versus generator loading.

C. CCT versus Interconnection Transformer Impedance

Fig. 4.

Rotor mechanical speed for a single-phase-to-ground fault.

B. CCT versus Fault Location and Fault Type
In order to determine the CCT, some simulations should be
performed with different fault durations. First, the simulation
is started with the long time duration of approximately 2 s. If
the system remains stable, the fault duration is decreased with a
permissible time step. Once the transient instability occurs, the
previous fault duration is introduced as the CCT. In this section,
the CCT is calculated for various faults at different locations
of the 3-km outgoing overhead line. The obtained CCTs versus
the fault location are shown in Figs. 2 and 3 for three-phase and
phase-to-phase faults, respectively. As shown in these figures,
the farther the fault location, the higher the amount of CCT.
In addition, the calculated CCT for the phase-to-phase faults
is much more than that for the three-phase faults at the same
location.
It is also found that none of the generators become unstable
for the phase-to-phase faults beyond the 0.9 km of the outgoing
feeder. The simulation results indicate that the single-phaseto-ground faults do not create a serious problem for the generators. No transient instability occurs for these faults as the
interconnection transformer neutral is grounded using a resistor
in order to limit the single-phase-to-ground fault currents to
the rated current of the transformer. Fig. 4 shows the speed
of the generator when a single-phase-to-ground fault is applied
to the 20-kV bus bar. The fault occurs at 200 ms and lasts for
5 s. The figure shows that during and after the fault clearance,
the generator can retain its normal speed.

Interconnection transformer parameters, particularly its
short-circuit impedance, might have some effects on the transient stability of the generator. The typical value for the transformer impedance is about 10%. In this section, the deviation
of this parameter from its normal value is investigated.
To do this, 12% and 8% are considered as the higher and
lower values for the transformer short-circuit impedance. Fig. 5
shows the CCT versus the transformer short-circuit impedance
at different fault locations. This figure shows that the shortcircuit impedance of the interconnection transformer does not
have a significant effect on the transient stability of the generators, particularly for the nearby faults.
D. CCT versus Generator Loading
The prefault loading of the generator affects its transient
stability. For the generators operating at the higher loading
level, the occurrence of the instability is more probable because
according to the equal-area criterion, the accelerating area
increases and this helps the rotor to accelerate more and become
unstable rapidly.
Fig. 6 shows the CCT versus the generator loading. It shows
that an increase in the prefault generator load decreases the
CCT value. SSSGs connected to the distribution networks are
commonly operated at their rated power which is the most
critical operation point for the transient stability.
E. CCT versus Excitation Control Mode
Usually, DGs do not participate in the frequency regulation
of the system, and therefore, they operate in constant active
power mode in which the mechanical input power is considered
constant [21].
SG excitation system can operate in two general control
modes, i.e., constant power factor and constant terminal voltage
[21]. In this paper, the effect of excitation system control modes
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Fig. 7. CCT versus excitation system control mode.

on the transient stability is studied. Constant power factor,
constant terminal voltage, and no control mode (constant field
voltage) are considered as the case studies. The CCT versus
the excitation control mode is shown in Fig. 7. As shown in this
figure, from the transient stability point of view, the worst mode
is the constant power factor and the best mode is the constant
terminal voltage in which the generator boosts its output voltage
during the fault. The increase of the generator terminal voltage
results in more output power, and consequently, the generator
becomes more stable.
However, in the constant power factor mode, the generator
decreases the field current during the fault in order to decrease
the output reactive power. This reduces the voltage terminal,
and consequently, the transferred active power is reduced.
III. P ROTECTION OF D ISTRIBUTION N ETWORK
AND G ENERATOR S TABILITY
A. Operation of Existing Outgoing Feeder Relays
The conventional protection devices of the distribution networks’ outgoing feeders include inverse and instantaneous
overcurrent relays. A typical setting for the inverse overcurrent
relay at the outgoing feeders is IPickup = 1 p.u., and its time
multiplier setting is equal to 0.05. Assuming a normal inverse
characteristic for this relay, the operation time for a three-phase
fault at the beginning of the outgoing feeder of the studied
system is about 95 ms. Considering the associated additional
delays and the operation time of the circuit breaker, the fault
clearing time is about 170 ms at which the generators might
become unstable before the fault is cleared.
Instantaneous overcurrent relay operation time is usually
smaller than the CCT of the SSSG. However, if this relay
is utilized, the coordination with downstream reclosers in the
same feeder will be lost.
B. Proposed Method Using the Existing Relays
The proposed protection method, in which the conventional
relays are utilized using a proper scheme corresponding to
the feeder type and capability of DG-islanding operation, is
categorized as follows.
1) Cable Outgoing Feeders Without Generator Local Load:
For the cable-type outgoing feeders, the possibility of short
circuit is much less than that for overhead lines [22]. Moreover,
most of the faults on the cable feeders are single-phase-toground faults. As explained in Section II, this type of fault can-

not endanger the transient stability of the generator. Therefore,
a definite time overcurrent relay with the delay time of 50 ms
is utilized to disconnect the SSSG for phase-to-phase or threephase faults. Pickup current of this relay is set at 2 p.u. in order
not to trip for single-phase-to-ground faults.
2) Cable Outgoing Feeder With Generator Local Load: In
this case, a definite time overcurrent relay with the pickup
current of 2 p.u. and a 50-ms delay time is used to trip the
circuit breaker of the PCC. Moreover, to immediately clear the
fault in the isolated network connected to DG, a UV relay with
the setting of U < 0.5 p.u. and a 200-ms delay time should be
used to disconnect the generator.
3) Overhead Outgoing Feeder Without Generator Local
Load: The occurrence of faults on the overhead outgoing feeders is more probable. The aforementioned protection methods
are not suitable here anymore as the generator will be disconnected in the case of phase-to-phase and three-phase faults on
the outgoing feeders, which compose about 30% of the faults
[22]. In this case, an instantaneous overcurrent relay with the
pickup setting of about 8 p.u. should be used to disconnect
the outgoing feeder for phase-to-phase or three-phase faults
instantaneously. To prevent the transient instability of SSSG
in case of the long-lasting tripping of the outgoing feeder, a
backup UV relay with the setting of U < 0.5 p.u. and a 200-ms
delay time should be used to disconnect the generator.
4) Overhead Outgoing Feeder With Generator Local Load:
If the SSSG which has some local load is connected to an
overhead feeder or if, in the previous case, there are some
unintended trippings of the UV relay, the time delay of this
relay should be set equal to 350 ms. Moreover, in this case, an
out-of-step relay should be used to detect the SSSG instability
and trip the generator. The type and setting of other relays are
the same as the previous case.
This proposed method can solve the transient stability
problem in many cases. However, it might include some
shortcomings.
1) In this method, the disconnection of the generator takes
place after the instability of the generator.
2) The UV relay cannot distinguish between the three-phase
and phase-to-phase faults, while from the stability point
of view, the fast tripping of the generator in the case of
the phase-to-phase faults is not necessary.
3) Using instantaneous overcurrent relay, the coordination
for the downstream reclosers in the outgoing feeders will
be lost.
Moreover, according to [23], if an out-of-step relay is used,
an in-depth transient stability study is required and the manufacture’s preliminary settings cannot be relied upon.
In this paper, a novel practical protection scheme is proposed.
This scheme can prevent the unstable operation of the generator
and increases the availability of the DG units. In other words, a
new relay is proposed to solve the aforementioned problems.
C. Proposed Protection Scheme
According to Section II, for the phase-to-phase and distant
three-phase faults, the value of CCT is much higher than that
for the nearby faults. Therefore, for these faults, the protection
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the fault location before the occurrence of the SSSG transient
instability.
An appropriate inverse-type characteristic curve should be
selected for the proposed P -based protective relay. Considering
the operation time of the circuit breaker and also a safety margin
in order to guarantee the secure operation of the proposed relay,
a 100-ms time difference is considered as the margin between
the proposed relay characteristic curve and the CCT-versus-P
curve, as shown in Fig. 9.
Fig. 8.

Generator active power for a three-phase fault.

D. Algorithm

Fig. 9.

CCT-versus-P and relay characteristic curves.

system has enough time to disconnect the faulty feeder from
the network before the SSSG transient instability occurs, and
it is not necessary to disconnect the generator immediately. So,
the protection scheme should distinguish the faults according to
their importance from the transient stability point of view.
The proposed method is principally based on the equal-area
criterion, i.e., the stability of the generator is mainly dependent
on its output active power during the fault. The higher amount
of transferred power during the fault increases the decelerating area and enhances the stability margin of the generator.
Therefore, the generator active power during the fault could be
considered as a proper indicator to predict its instability.
Fig. 8 shows the active power of one of the studied generators
while the three-phase and phase-to-phase faults on the bus bar
occur at t = 100 ms and they are cleared at t = 250 ms. It
shows that the generator output active power is reduced significantly during the fault. In addition, the reduction in the amount
of transferred active power during the phase-to-phase fault is
less than that for the three-phase fault. Moreover, the amount
of active power during the fault changes rapidly, whereas it is
almost constant for the three-phase fault.
Considering the delays in the calculation of the active power
(P ), the amount of P after 50 ms from the fault initiation
is calculated for the three-phase faults at different distances.
The CCT-versus-P curve for these faults is shown in Fig. 9.
The distance of the fault from the bus bar is also shown in
this figure. The higher amounts of transferred active power
and CCT correspond to the farther faults. Thus, for the farther
faults, there exists enough time to disconnect the generator
before it becomes unstable. This provides more time to keep
the generator connected to the network, and it complies with the
FRT requirements. The obtained curve is utilized to determine
the appropriate operation time for the proposed relay based on

For the proposed P -based relay, the inputs are the three
phases’ voltages and currents measured at the SSSG terminal
with the sampling frequency of 1 kHz. The algorithm is based
on the amount of the active power during the fault. Therefore,
the phasors of all of the input voltages and currents should
be calculated. Using these phasors, the total active power is
calculated. The calculated active power based on this method
has an insignificant fluctuation which does not affect on the
relay operation time considerably. Therefore, it can be a simple
and efficient method to calculate the active power.
According to Fig. 9, the relay operation range is limited to
P < 0.8 p.u. in order to guarantee the secure operation of the
relay during system transients. The system transients, e.g., load
rejection, can cause power swings in the system. These swings
can endanger the secure operation of the relay. Considering the
limited range, the secure operation of the proposed relay can be
obtained.
The flowchart of the proposed method algorithm is shown in
Fig. 10. To augment the security of the proposed scheme, the
phasors of the three-phase currents are used to block the relay
in the case of load rejection. This logic is based on the fact that
if the current phasors for two out of the three phases are greater
than 1.5 p.u., it indicates that a fault has occurred. Otherwise,
the relay is blocked. This is an appropriate logic as the load
change does not increase the generator currents up to 1.5 p.u.
The detection of a fault activates the P -based relay. If the
calculated power is less than 0.8 p.u., according to the relay
characteristic curve shown in Fig. 9, the relay operation time
is calculated and the value of relay counter is increased. This
process will continue until the counter value becomes greater
than one. In this case, the trip signal will be sent to the circuit
breaker.
The resetting algorithm is designed to prevent the relay operation during generator oscillations or in the case of downstream
faults. Several logics have been employed for the reset characteristics of industrial relays. In this paper, after performing
comprehensive simulation studies, a simple and appropriate
method is utilized to reset the relay when the tripping conditions
are not met. In this method, the last calculated counter is
multiplied by 0.8 until the counter reaches to a value less
than 0.08.
This resetting strategy enables the algorithm not to trip for
the phase-to-phase faults. During these faults, as it is shown in
Fig. 8, the amount of generator active power increases during
the fault and becomes greater than 0.8 p.u. So, the relay will be
reset. It should be considered that the presetting value (0.8) is
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Fig. 10. Flowchart of the proposed algorithm.
TABLE I
C LEARING T IME AND CCT FOR D IFFERENT FAULTS

in p.u. based on the value of the generator steady-state prefault
load, not the generator rated power.

generators immediately. For these faults, other protective relays
with sufficient delay times protect the generator.
Some classical relays, particularly the UV relay, have been
utilized as a classical method to protect the SG against transient
instability [12]. However, the generator may be disconnected by
this relay for unnecessary conditions such as the two-phase and
distant three-phase faults. Moreover, the recommended clearing
fault time by the UV relay is 160 ms [12]. This short clearing
time results in the miscoordination of the UV relay with the
downstream system. Consequently, not only the protective relay
of the faulty outgoing feeder operates for two-phase and threephase short circuits but also the generator is disconnected by
the UV relay which decreases the DG availability [18].
This method presents a very robust and reliable scheme to
protect the generators against instability, and also, it complies
with the generators FRT requirement.

E. Simulation Results

F. Robustness of the Proposed Algorithm

The system shown in Fig. 1 is used to test the performance
of the proposed method. Table I illustrates the clearing time,
generator disconnection time, and CCT for the different types
of faults at different locations of the 3-km overhead line. In this
table, the fault location indicates the distance of the fault from
the bus bar, and the clearing time includes the operation time of
the relay plus the operation time of the circuit breaker which is
considered to be 80 ms. Obtained results indicate that for all of
the studied cases, the clearing time is less than the CCT value.
In addition, for single-phase-to-ground, phase-to-phase, and
three-phase faults at the end of the line, which do not endanger
the transient stability of the generators, there is enough time
to clear the fault, and it is not necessary to disconnect the

To examine the robustness of the proposed relay algorithm
in different system operational conditions, several possible
conditions have been considered. These conditions include a
change in the short-circuit capacity of the external grid, change
in the number of the generators, and change in the number of
the interconnection transformers.
The system shown in Fig. 1 is used for this paper. To examine
the safe operation of the relay in all of these conditions, it is
enough to examine the changes in the characteristic curve of the
relay. Fig. 11 shows the sensitivity of the relay characteristic to
these system changes.
In this figure, “2 transformers” is corresponding to a case
when one of the interconnection transformers is disconnected.
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Fig. 12. Generator active power during load rejection condition.

Fig. 11. Relay characteristic curve for different changes in the system.
TABLE II
A MOUNT OF PARAMETERS

In the second condition (“Zth changed”), three interconnection
transformers are available in the system, whereas the shortcircuit capacity of the external grid is increased. In other words,
the equivalent impedance of the external grid decreases. Using
an appropriate curve fitting method, all these curves can be
expressed by
Top = aP 2 + b.

(1)

Table II indicates the estimated “a” and “b” parameters. It
shows that these parameters do not change significantly for
various system conditions. This is a very desirable feature
which enables the application of this relay in different systems
and conditions.
As a complementary study, a system with a 15-MVA generator connected directly to the 20-kV bus bar and a 10-MVA
generator connected to the bus bar via a 4-km cable feeder are
investigated. Our studies show that the proposed algorithm is
insignificantly influenced by the presence of other generators.
Therefore, the applicability of the proposed algorithm is guaranteed without the need to change the relay characteristic based
on the system configuration.
G. System Transients Effects on Operation
of the Proposed Relay
A secure protection scheme should operate correctly during
the transients of the power system. The proposed relay is mainly
based on the generator active power. Thus, power swings should
not affect the secure operation of the proposed algorithm. In
this section, the operation of the proposed algorithm is tested
during system transients. To do this, a large load rejection and
a transient fault are subjected to the system. The generator total
active power during the load rejection condition is shown in
Fig. 12. As shown in this figure, the amount of power is higher
than 0.8 p.u., and therefore, the relay is not activated.
Fig. 13 shows the total active power and counter value for
the transient fault case. For this fault, the counter increases for a

Fig. 13. Transient fault conditions: (a) Active power and (b) trip signal.

short duration, but it resets quickly. These results show that the
proposed relay has a secure operation during system transients.
H. Feasibility of the Algorithm for a Small DG
As a complementary study, to investigate the feasibility of
employing the proposed algorithm for a smaller DG, i.e., an
880 kVA, a 0.4-kV SG connected to the 20-kV bus bar is
simulated. The fault clearing time as compared with the CCT
is shown in Table III. Since the generator is disconnected
before the CCT, the proposed relay operates correctly before
the occurrence of transient instability for the case of a smaller
generator.
I. Operation of the Proposed Relay for
Different Prefault Loads
The proposed relay should operate correctly when its output
power changes during normal operation. To investigate this
issue, the proper relay characteristics for the three prefault
load conditions, calculated based on the described method in
Section III-C, are shown in Fig. 14. The decrease of the generator prefault active power results in the increase of the CCT.
Therefore, if the relay characteristic is set based on the rated

1666

IEEE TRANSACTIONS ON INDUSTRIAL ELECTRONICS, VOL. 60, NO. 4, APRIL 2013

TABLE III
O PERATION OF THE P ROPOSED R ELAY FOR A S MALLER G ENERATOR

addition, the power factor control mode of the excitation system
is the most critical operation mode of the generator.
Then, a protection method using the existing conventional
relays was presented. It was shown that this method can solve
the SSSG’s transient stability problem in many cases. However,
it might have some shortcomings. Thus, using the information
obtained from the sensitivity analysis, a novel protective relay
was proposed. The proposed algorithm is based on the CCT–P
curve of the generator and presents an effective way to prevent
instability of the generator. In addition, this algorithm complies
with the FRT requirements of the generator. The simulation
results confirmed the effectiveness of the proposed algorithm
for different fault conditions and also its robustness against
system changes. In addition, the proposed relay is applicable
for smaller SGs.
A PPENDIX
The electrical parameters of SSSGs and other apparatus
utilized in the studied system are tabulated as follows:
TABLE A1
G ENERATOR PARAMETERS

Fig. 14. Relay characteristic curves for different amounts of prefault loads.
TABLE IV
E QUATION PARAMETERS FOR D IFFERENT P REFAULT L OADS

TABLE A2
I NTERCONNECTION T RANSFORMER PARAMETERS

active power (the lower one in Fig. 14), other load conditions
will be covered and the relay would have correct operation.
In addition, in order to increase the flexibility of the proposed
relay, the characteristic curve can be determined adaptively
based on the calculated generator prefault active power during
the steady-state condition. As it is shown in Table IV, although
the relay characteristic curves shift upward for smaller prefault
load values [the increase of parameter “b” in (1)], the parameter
“a” remains approximately constant. Therefore, the parameter
“b” can be adaptively adjusted after the change of generator
output power based on a look-up table. This lookup table should
be predetermined based on offline simulation studies.

TABLE A3
S YSTEM T RANSFORMER PARAMETERS

IV. C ONCLUSION

TABLE A4
E XTERNAL G RID PARAMETERS

This paper has presented an extensive study to investigate the
dynamic behavior of the small-scale generators connected to
the distribution networks. The objective was to propose a new
algorithm to protect these generators against instability and also
to comply with DG FRT requirements. To do this, the sensitivity
analysis of the transient stability to the system parameters was
performed, and it was concluded that the most severe faults are
the three-phase faults. Generally, phase-to-phase faults are not
a serious danger for the generators, and single-phase-to-ground
faults do not threaten the transient stability of the generators. In
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